XK —the pallet conveyor
for tough applications
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Flex Link



Thick slide rails:

Tough UHMW slide rails
have large contact
surfaces, both horizontally
and vertically for long life.

Bottom slide rail:

UHMW or steel slide rails
can be added for extra
support to the chain.

Design for safety:

The drip tray also serves as
enclosure for the return
chain. Drip pans for vertical
and horizontal bends as
well as idlers enclose the
entire conveyor.

The FlexLink XK conveyor system features a
sturdy design and ample pulling power
allowing heavy workpieces to be transported
and accumulated with great accuracy even in
hostile environments.

A wide choice of chain links
to suit your applications:
Plain, universal, steel-top
and various cleated links
are available.

Rigid conveyor beam:

The conveyor beam,
95105 mm, provides high
stiffness and low deflection.

Strong T-slots:

Redesigned to accept the
structural slot nut for strong
connections.

Deep drip trays:

80 mm deep drip trays are
attached with adjustable
brackets. Wide drip
catchers are also available.

The XK conveyor system
also includes a closed top
chain featuring overlapping
plates for pallet
applications.




A complete range of standard divert/merge
devices has been developed through
extensive tests in the automotive industry.

The FlexLink XK pallet divert/merge devices enable the Main features
design of a pallet conveyor system with main conveyors — % Installation with a minimum of interference to the
highways — and satellite conveyors. production process.

% Short delivery times, the divert/merge devices are
standard products.

* Robust design allowing loads up to 30 kg/pallet and
speed up to 20 m/min.

* The 102 mm wide chain, the robust and wide XK pallet

; ; , guide rail system and the robust diverter arm ensure a
1+ Satellite smooth and reliable transport for wide products through
the divert/merge devices.
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% A drip catcher system compatible with the other XK
drip catcher system is available for the divert/merge
; devices, ensuring a clean working environment.
Cell junction * The divert/merge devices show the same advantage
as other FlexLink products regarding flexibility,

C u_‘) modularity, reliability, low installation- and lifetime cost.
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