






246 Lift-and-locate unit

Lift-and-locate unit 

Lift-and-locate unit

The lift-and-locate unit consists of a plate which can be 
elevated by a pneumatic cylinder. The plate has two 
locating pins. The unit can be delivered with top plates 
adapted for the 15 standard pallet sizes.
Maximum lift force at centre (0,6 MPa): 1177 N
Lift height: 0–225 mm (adjustable)
Locating repeatability in x and y directions: ±0,05 mm
Note (applies to option F01). In order to avoid influence 
from conveyor movements, attach the conveyor to a ref-
erence support.
It is recommended to enclose the unit to protect persons 
from the clamp risk.

Lift-and-locate unit XTPX P12 PW×PL
When ordering, insert the pallet size instead of PW×PL 
in the designation. 
Example: XTPX P12 320×320.

This product is available for all XT pallet sizes.
For more information, see “Lift-and-locate function mod-
ule” on page 233.
Two types of support frame are available, S20 and S21, 
for different mounting options. 
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Support frame S21

Support frame S21 XTUF S21 PW
When ordering, insert the pallet width instead of PW in 
the designation. Example: XTUF S21 320.

PW 225

Support frame S20

Support frame S20 XTUF S20 H1
When ordering, insert chain surface height above floor 
level instead of H1 in the designation.
Example: XTUF S20 570.
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Lift-and-rotate unit 247

Lift-and-rotate unit 

Support brackets 
  

Lift-and-rotate unit

The lift-and-rotate unit consists of a plate which can be 
elevated and rotated 180°. The plate has two locating 
pins. The unit is mounted in the T-slots on the inner side 
of the conveyor beams.
The lift-and-rotate unit is available with top plate 
adapted for seven standard pallet sizes up to 400 mm × 
400 mm.
Maximum centered lift force (0,6 MPa): 340 N
Maximum mass-moment of inertia: 0,55 kgm2

Rotate angle: 180°. 
Lift height: 17 mm
Weight: 13,2 kg

Lift-and-rotate unit XTPR PW×PL
When ordering, insert the pallet size instead of PW×PL 
in the designation. 
Example: XTPR 320×320.

This product is available for PW and PL dimensions up 
to and including 400 mm.
For more information, see “Lift-and-rotate function mod-
ule” on page 233.
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Beam support bracket for XT

Beam support bracket, XT 5052899
Mounting: MC6S 8×14 (4), XCAN 8 (4)

Beam support bracket for XT Compact

Beam support bracket, XT Compact 5052621
Mounting: ISO 4762 M6x 10 St 8.8 (2), XFAN 6 (2), 
MC6S 8×14 (2), XCAN 8 (2)
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22

11

44

103

22
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Floor attachment bracket

Floor attachment bracket XCFA 170 S
The bracket is delivered with the hardware necessary 
for attachment to the conveyor support. Fasteners for 
connection to the floor are not supplied with the brack-
ets.



248 Roller kits

Roller kits 
  

Connecting kits 

Roller kit 45 mm

Roller kit 45 mm 5050117
Kit consists of two roller bridges and the necessary 
mounting hardware.

Roller kit 65 mm

Roller kit 65 mm 5049865
Kit consists of two roller bridges and the necessary 
mounting hardware.

Connecting kit, end-to-end

Connecting kit, one pair 5049594
For in-line transfer from drive unit with side-
mounted motor (left/right). 
XTUC 51 .../XTUC 52 ...: A connecting kit 
is supplied with the module.

XT to XT (Not for use with XT Compact)

L1 L1

Connecting kit, end-to-end 

Connecting kit, one pair 5050564
For in-line transfer from drive unit with mid-
mounted motor.
XTUC 51 .../XTUC 52 ...: A connecting kit 
is supplied with the module.

XT to XT (Not for use with XT Compact)

L1 L1
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Connecting kits 249

Connecting kits (continued)
 

Connecting kit, end-to-side/side-to-end 

Connecting kit (four brackets) 5050034
Including mounting hardware.

Connecting kit, end-to-side/end-to-end

Connecting kit, one pair 5053199
For in-line or perpendicular transfer from drive unit with 
side-mounted motor (left/right). Including brackets for 
both alternatives. XTUC 51 .../XTUC 52 ...: An end-to-
end connecting kit is supplied with the module.

22 60

5,2

46

∅6

55

XT to XT Compact
XT Compact to XT Compact

XT Compact to XT
XT Compact to XT Compact

L1L1 L1

PW+111

XT to XT
XT Compact to XT

XT to XT
XT to XT Compact

XT to XT Compact
XT Compact to XT

Connecting kit, end-to-side/end-to-end

Connecting kit, one pair 5053201
For in-line or perpendicular transfer from drive unit with 
mid-mounted motor. 
Including brackets for both alternatives.

Roller bridge (pair)

Roller bridge, one pair 5054947
Each of the two bridges contains four rows of rollers.
Roller bridges are included in the connecting kits.

L1L1 L1

PW+111

XT to XT
XT to XT Compact

XT to XT Compact



250 Chain products

Chain products 
 

 

Plain chain, XT

Plain chain, length 5 m
Standard chain
Standard link kit **
Conductive chain*
Conductive link kit **
ISD chain*

XTTP 5
5056659
XTTP 5 EC
5056660
5045771

*Use with conductive slide rail.
** Link kit contains 10 links, 10 pivots, 10 steel pins

Plain chain, XT Compact

Plain chain, XT Compact
Length 3 m
Standard chain
Standard link kit **
Conductive chain*
Conductive link kit **
ISD chain*
ISD link kit **

5045028
5056662
5051585
5056664
5046328
5056663

*Use with conductive slide rail.
** Link kit contains 10 links, 10 pivots, 10 steel pins

Pin insertion tool for chain

Pin insertion tool 
XS-XL-XT
XS-XL-XT, PRO version*

XLMJ 4
XLMJ 4 P

For FlexLink XT chains XTTP 5, XTTP 5 EC and 
6045771.
*This product is recommended for frequent users.

35

3,5
25,4

35
3 12,7

XLMJ 4
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Conveyor beam products 251

Conveyor beam products

∅12

22

Type A

Type B

6

3,5

5,5

69

40

45

PW + 15 mm

PW + 2 mm

PW - 75 mm

PW - 30 mm

XT

PW+15
PW+ 2
PW–30
PW–75

20453

25,5

41

5
6,5

XT Compact

Conveyor beam

Beam
Length 3 m (3030 ±5 mm)
Length to order (30- 3000 mm)

XTCB 3
XTCB L

Connecting strip kit

Connecting strip kit
Steel, electro-zinc-plated 5053503

Kit with two connecting strips. Including M8 set screws. 
Not for XT Compact beam

Conveyor beam, XT Compact

Beam, XT Compact
Length 3 m 5045025

20

70

∅10

160

M8

45

41 7,2



252 Conveyor beam products

Conveyor beam products (continued)

Conveyor beam section 240 mm

Beam section (assembled) for pal-
lets 240 mm wide

Length 3 m ±1,5 mm
Length to order (0,18–3 m) 

XTCB 3D210
XTCB LD210

Conveyor beam section 320 mm

Beam section (assembled) for pal-
lets 320 mm wide

Length 3 m ±1,5 mm
Length to order (0,18–3 m) 

XTCB 3D290
XTCB LD290

Conveyor beam section 400 mm

Beam section (assembled) for pal-
lets 400 mm wide

Length 3 m ±1,5 mm
Length to order (0,18–3 m) 

XTCB 3D370
XTCB LD370

165±0,5

210

245±0,5

290

325±0,5

370

Conveyor beam section 480 mm

Beam section (assembled) for pal-
lets 480 mm wide

Length 3 m ±1,5 mm
Length to order (0,18–3 m) 

XTCB 3D450
XTCB LD450

Conveyor beam section 640 mm

Beam section (assembled) for pal-
lets 640 mm wide

Length 3 m ±1,5 mm
Length to order (0,18–3 m) 

XTCB 3D610
XTCB LD610

405±0,5

450

565±0,5

610
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Tools and accessories, 44×44 beam 253

Tools and accessories, 44×44 beam

Tools and accessories, 30×30 beam

Beam 44 mm × 44 mm with three T-slots

Beam 44 mm × 44 mm with three T-
slots

Aluminium, anodized 
Length 3 m (3030 ±5 mm)
Length to order (30- 3000 mm)

XCBL 3×44 T3
XCBL L×44 T3

T-slot connector for 44×44 beam

T-slot connector
Steel, electro-zinc-plated XCEC 12

44

22

∅7,5

23,5

∅12

M8

Drill fixture for T-slot connector

Drill fixture ∅10/18,25 mm XCAD 10/18
Drill insert ∅12,2 mm (for T-slot 
connector) 18×16 12,2
To be used when drilling a 12 mm hole for T-slot connec-
tor XCEC 12, located 22 mm from the beam end.
Remove the 10 mm drill insert delivered with the drill fix-
ture and install the 12,2 mm drill insert.

66

40

16

Beam 30 mm × 30 mm

Beam 30 mm × 30 mm
Aluminium, anodized 
Length 3 m (3030 ±5 mm)
Length to order (30- 3000 mm)

XFBM 3×30
XFBM L×30

Used for XT Compact

Fastener yoke for 30×30 beam

Fastener yoke assembly
Length 30 mm XFAF 30

30

30

30

∅ 12

5,3

Drill fixture for fastener yokes

Drill fixture for fastener yokes 
(∅12,2 mm) XFAD 12
To be used when drilling a 12 mm hole for fastener yoke 
XFAF 30, located 20 mm from the beam end.

15

25

54 20



254 Slide rails

Slide rails

More information

For more information about slide rails, see separate doc-
ument “XT slide rail instruction”.

Slide rail tools

Slide rail (A)

Slide rail (A)
Length 25 m
PA-PE (Grey)
UHMW-PE(White)
UHMW-PE + carbon (conductive) (Black)

XTCR 25 H
XTCR 25 U
XTCR 25 E

Slide/guide rail (B)

Slide/guide rail (B)
Length 3 m
PA-PE (Grey)
UHMW-PE (White)
UHMW-PE + carbon (conductive) (Black)

XTCR 3 HB
XTCR 3 UB
XTCR 3 EB

 Aluminium rivets 3 mm

 Aluminium rivets 3 mm XLAH 3×6
Note. Must be ordered in multiples of 250

Drill fixture for slide rail

Drill fixture for slide rail 3923584

Rivet tool

Rivet tool 3923563

Mounting tool for slide rail

Mounting tool for slide rail XTMR 160
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End drive units 255

End drive units

End drive unit LNPD

End drive unit, left
50 Hz 230/400 V
60 Hz 230/460 V

XTEB # LNPD%
XTEB # LNAPD%

For PW 240, 320, 400, 480, 640 mm. 
Insert desired C-C value instead of % in the designa-
tion. C-C=PW–30.
Insert desired speed instead of # in the designation:
50 Hz: 5-10-15-20 m/min.
60 Hz: 6-10-16-20 m/min.
Connecting strips are included.
Maximum traction force: 1250 N at 5 m/min.
Designation example: XTEB 15 LNPD370 is a 50 Hz 
drive unit for 400 mm wide pallets running at 15 m/min.

325
248

39

296

Max 413

C–C + 221

C–C

80 248
322

End drive unit RNPD

End drive unit, right
50 Hz 230/400 V
60 Hz 230/460 V

XTEB # RNPD%
XTEB # RNAPD%

For PW 240, 320, 400, 480, 640 mm. 
Insert desired C-C value instead of % in the designation. 
C-C=PW–30.
Insert desired speed instead of # in the designation:
50 Hz: 5-10-15-20 m/min.
60 Hz: 6-10-16-20 m/min.
Connecting strips are included.
Maximum traction force: 1250 N at 5 m/min.
Designation example: XTEB 20 RNAPD450 is a 60 Hz 
drive unit for 480 mm wide pallets running at 20 m/min.

Torque arm kit

Torque arm kit for end drive unit 5050028

296

39

325
248 77

Max 413
80

248
322

C–C

C–C + 221

17

2189

∅58



256 End drive units, centre drive

End drive units, centre drive

End drive unit, centre drive

End drive unit, centre drive
50 Hz 230/400 V
60 Hz 230/460 V

XTEB # MNPD%
XTEB # MNAPD%

For PW 240, 320, 400, 480, 640 mm. 
Insert desired C-C value instead of % in the designa-
tion. C-C=PW–30.
Insert desired speed instead of # in the designation:
50 Hz: 5-10-15-20 m/min.
60 Hz: 6-10-16-20 m/min.
Connecting strips are included.
Maximum traction force: 1250 N at 5 m/min.
Designation example: XTEB 10 MNPD290 is a 50 Hz 
drive unit for 320 mm wide pallets running at 10 m/min.

322

409

80

C–C +75C–C

248

258

End drive unit, centre drive, heavy

End drive unit, centre drive, 
heavy

50 Hz 230/400 V
60 Hz 230/460 V

XTEB # HMNPD%
XTEB # HMNAPD%

For PW 240, 320, 400, 480, 640 mm. 
Insert desired C-C value instead of % in the designa-
tion. C-C=PW–30.
Insert desired speed instead of # in the designation:
50 Hz: 5-10-15 m/min.
60 Hz: 6-10-16 m/min.
Connecting strips are included.
Maximum traction force: 1800 N at 5 m/min.
Designation example: XTEB 6 HMNAPD210 is a 60 Hz 
drive unit for 240 mm wide pallets running at 6 m/min.

Torque arm kit

Torque arm kit for end drive unit, 
centre drive 5050380
Torque arm kit for end drive unit, 
centre drive, heavy 5050459

327

491

258

C–C +75C–C

80248

Motor with brake

58

58

21

23 41

41
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Catenary drive units 257

Catenary drive units

Catenary drive unit LNPD

Catenary drive unit, left
50 Hz 230/400 V
60 Hz 230/460 V

XTEC # LNPD%
XTEC # LNAPD%

For PW 240, 320, 400, 480, 640 mm. 
Insert desired C-C value instead of % in the designa-
tion. C-C=PW–30.
Insert desired speed instead of # in the designation:
50 Hz: 5-10-15-20 m/min.
60 Hz: 6-10-16-20 m/min.
Connecting strips are included.
Maximum traction force: 1250 N at 5 m/min.
Designation example: XTEC 6 LNAPD610 is a 60 Hz 
drive unit for 640 mm wide pallets running at 6 m/min.

670 80

39

585

221

C–C + 227

80 248

C–C

758

Catenary drive unit RNPD

Catenary drive unit, right
50 Hz 230/400 V
60 Hz 230/460 V

XTEC # RNPD%
XTEC # RNAPD%

For PW 240, 320, 400, 480, 640 mm. 
Insert desired C-C value instead of % in the designa-
tion. C-C=PW–30.
Insert desired speed instead of # in the designation:
50 Hz: 5-10-15-20 m/min.
60 Hz: 6-10-16-20 m/min.
Connecting strips are included.
Maximum traction force: 1250 N at 5 m/min.
Designation example: XTEC 5 RNPD370 is a 50 Hz 
drive unit for 400 mm wide pallets running at 5 m/min.

Torque arm kit

Torque arm kit for catenary drive unit 5050685

670
221

80

758

248

585

C–C + 227

39

80

C–C

17

2189
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258 Idler end unit

Idler end unit Cover strip

Wheel bends

Idler end unit

Idler end unit (single)
Length 320 mm XTEJ 320

Two idler units must be ordered for a conveyor with 
return chain. 
Connecting strips are included.

55 80 322

147,6

Cover strip

Cover strip
Length 25 m
Length to order

XTSB 25
XTSB L

40

Wheel bend, 90°

Wheel bend, 90° XTBH 90R150D%
For PW 240, 320, 400, 480, 640 mm. 
Insert desired C-C value instead of % in the designa-
tion. C-C=PW–30.
Connecting strips are included.
Designation example: XTBH 90R150D450 is a 90° 
wheel bend for 480 mm wide pallets.

80

70

C-C

148
R115

R138

Wheel bend, 180°

Wheel bend, 180° XTBH180R150D%
For PW 240, 320, 400, 480, 640 mm. 
Insert desired C-C value instead of % in the designa-
tion. C-C=PW–30.
Connecting strips are included.
Designation example: XTBH 180R150D210 is a 180° 
wheel bend for 240 mm wide pallets.

148
R138

R115

80

70

C-C
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Vertical bends 259

Vertical bends

Guide rail components

Vertical bend, 5°

Vertical bend, 5° XTBV 5R300
Connecting strips are included.

186

8

80 5°

80

R300

Fixed guide rail bracket

Fixed guide rail bracket XLRB 16×42 C
Mounting to beam: XLAT 17, XLAN 8, BRB 8,4×16

Outer guide rail for 90° bend

Outer guide rail for 90° bend
For PW 240 mm, R=387,5
For PW 320 mm, R=467,5
For PW 400 mm, R=547,5
For PW 480 mm, R=627,5
For PW 640 mm, R=787,5

5049933
5049931
5049934
5055516
5055518

44

2816

44

36

67
98

200

200

R

Outer guide rail for 180° bend

Outer guide rail for 180° bend
For PW 240 mm, R=387,5
For PW 320 mm, R=467,5
For PW 400 mm, R=547,5
For PW 480 mm, R=627,5
For PW 640 mm, R=787,5

5049841
5049842
5049843
5055515
5055517

End plug, 15 mm

End plug, 15 mm XLRE 15
Must be ordered in multiples of 10

200

R



260 Guide rail components

Guide rail components (continued)

Inner guide rail for 90° bend

Inner guide rail for 90° bend
For PW×PL=240×240, A=180
For PW×PL=240×320, A=182
For PW×PL=320×240, A=180
For PW×PL=320×320, A=183
For PW×PL=320×400, A=243
For PW×PL=400×320, A=187
For PW×PL=400×400, A=257
For PW×PL=400×480, A=282
For PW×PL=400×640, A=432
For PW×PL=480×400, A=257
For PW×PL=480×480, A=243
For PW×PL=480×640, A=468
For PW×PL=640×400, A=183
For PW×PL=640×480, A=257
For PW×PL=640×640, A=390

5055552
5055557
5055552
5055559
5055562
5055559
5055610
5055564
5055566
5055610
5055562
5055608
5055559
5055610
5055568

Use attachment kit 5055684. 

A

A

Inner guide rail for 180° bend

Inner guide rail for 180° bend
For PW×PL=240×240, A=180
For PW×PL=240×320, A=182
For PW×PL=320×240, A=180
For PW×PL=320×320, A=183
For PW×PL=320×400, A=243
For PW×PL=400×320, A=187
For PW×PL=400×400, A=257
For PW×PL=400×480, A=282
For PW×PL=400×640, A=432
For PW×PL=480×400, A=257
For PW×PL=480×480, A=243
For PW×PL=480×640, A=468
For PW×PL=640×400, A=183
For PW×PL=640×480, A=257
For PW×PL=640×640, A=390

5055556
5055558
5055556
5055560
5055563
5055560
5055611
5055565
5055567
5055611
5055563
5055609
5055560
5055611
5055569

Use attachment kit 5055684.

Attachment kit for guide rails

Attachment kit for guide rails 5055684
Kit consists of two attachment bracket combinations 
and the necessary mounting hardware. One kit is 
needed for each inner guide rail.

A


